. PLUMB LINE
SHAPE "F" BARRIER SHOWN, -
MAX

‘ STAINLESS STEEL CHANNEL
APPLY TO ALL BARRIER TYPES ,////447 10 BE PLUMB TO FACE OF
STRUCTURE. SIZE SPACER TO

MAINTAIN PLUMB LINE. WHEN
BARRIER IS NOT PLUMB, SIZE
SPACER TO MAINTAIN BACK
OF BARRIER LINE.

s

SPACER

) o
Y HEAVY DUTY e DIA.
STRAP (TYP) .
13/16" DIA.

TRAFFIC BARRIER \

WITH 4-'/2" MIN. EMBEDMENT. SEE
SHEET 10F 2, NOTE I

§ 5 %" DIA. RESIN BONDED ANCHOR
FOR STAINLESS STEEL BAND

7fy6” x 1" BANDING SLOT

ROADWAY —~

B-B

BARRIER MOUNT

3" CLEAR- NO DRILL

5" MAX. SPACING BETWEEN

COLUMN AND ROADWAY ;0 3 g , W
ATTACHMENT CHANNEL & . 3,
L SUPPORT. ‘

DEFLECTION FITTING \

PLUMB LINE

e

NOTE TO DESIGNER: REMOVE THESE DETAILS FROM SHEET
UNLESS YOU HAVE WRITTEN PERMISSION FROM BRIDGE
Jp ARCHITECT BEFORE AD. ALSO REVIEW BRIDGE DESIGN
P MANUAL APPENDIX 10, SHEET 10.9-Al1-1, UTILITY

INSTALLATION GUIDLINE FOR EXISTING BRIDGES.

BRIDGE COLUMN |— 2" DIA. CONDUIT OR SIZES SPECIFY W = < DR = 19 INCHES
e SHOWN IN CONTRACT PLAN SET.

v v COLUMN MOUNT M

SLOTTED CHANNEL MOUNT

CONCRETE BRIDGE SLAB

ONLY ALLOWED IN RARE INSTANCES,

D 2 EACH ¥," HEAVY DUTY D . ]
STAINLESS STEEL STRAPS /":::::::::::::::::::>\\\
@ 5 SPACING MAX. //ﬁA—SLOTTED CHANNEL MOUNT \<::::::;;;;;;:::::::::;7

|1 — WHERE VERTICAL CLEARANCE IS CONSTRAINED- CONTACT BRIDGE OFFICE
g B " DIA
|0 GAGE STAINLESS STEEL SHAPE "F'" BARRIER SHOWN,
TYPE 304 APPLY TO ALL BARRIER TYPES
/—\/ Ve DIA. ‘

B " x 17 BANDING
SLOT FOR STAINLESS STEEL BAND.

NOTE TO DESIGNER: WHEN USING THIS SHEET, SEE SHEETS

STAINLESS STEEL CHANNEL DETAILS SHT 5.,04E AND 'NEMA
SURFACE MOUNT J BOX SHT' 6.23., YOU MUST ALSO REQUEST THE
FOLLOWING GSP'S BE ADDED TO THE CONTRACT. GSP 02.GR6,
GSP 022.GR6, GSP 0221.GR6 AND GSP 02318.GR6. DELETE THIS NOTE
FROM THIS SHEET WHEN INSERTED INTO CONTRACT PLAN SET.

3 3% x 17 S.S. BOLT
2 FLAT WASHERS
;’Egslzzé////w & NUT ﬁ\\\\ﬂEj [
— %" x 4”7 HOT DIP
GALVANIZED LAG BOLTS

\\\\\\\\ﬁ“4¥444,‘l“/,,/// WITH FLAT WASHER (TYP.)

SPECIFY W = < OR = 19 INCHES

%" DIA. RESIN BONDED ANCHOR
WITH 4-1/5" MIN. EMBEDMENT. SEE
SHEET I0OF 2, NOTE I

|
|
|
|
|
% |
; | CHANNEL SUPPORT
I
|
I

. \ @ 5" (MAX.) ON SOFFIT
DO NOT DRILL INTO GIRDER

wWOOD POLE MOUNT a ‘
=< H DEFLECTION FITTING SLOTTED CHANNEL MOUNT [—:Q HORIZONTAL MOUNT
“ ; - . - 7 [ . %" x4 LAG BOLT (TYP.)
[ GROUND LINE S ,A-:;’w L —
JUNCTION BOX —_— N "
m m TEMPORARY NAIL TO HOLD 10 GAGE
STANLESS - PLATE FOR INSTALLATION (TYP.)
STEEL STRAP =32 L \w \/\*‘
‘ ‘ ‘ S ~|
‘ ‘ \
/\—/ | | CHANNEL #
R\ N /72
| |
COLUMN MOUNT N S N
SEE POLE MOUNT DETAIL THIS SHEET FOR SLOTTED CHANNEL MOUNT TOP VI EW _— - =
COLUMN MOUNT WOOD POLE MOUNT
FILE NAME C:\JOHNNA2\Master Details\UNISTRUT\column clamp- spacer\unistrut_e.dgn PLOT?2
TIME 3:41:31 PM RECION| STATE | FED,AID PROJ.NO. A
DATE 12/17/2007 TR = ENGLISH 5.05E
PLOTTED BY harveyj ?’
08 NUMBER .
Eﬁ?éggg[’ss" 2% Washington State STAINLESS STEEL CHANNEL DETAILS swegT
CHECKED BY NOTE TO DESIGNER B-B, 10 GAGE S.S. 12-7-07 | UH | conTracT No. LOCATION NO. Depurlment of TI’QI‘ISPO“G“OI‘I 05
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